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OBSOLETE

PART NUMBER 
NOMINAL

ATTENUATION
VALUE (dB) 

9-1693560-90

1693560-11

1693560-22

1693560-33

1693560-44

1693560-55

1693560-66

1693560-77

1693560-88

1693560-99

1-1693560-010

1-1693560-111

1-1693560-212

1-1693560-313

1-1693560-414

1-1693560-515

1-1693560-616

1-1693560-717

1-1693560-818

1-1693560-919

2-1693560-020

PERFORMANCE REQUIREMENTS:
OPERATING WAVELENGTH: 1260-1625nm
REFLECTANCE: AVG. -55dB
OPERATING TEMPERATURE: -40 C TO +85 C
ATTENUATION TOLERANCE, AMBIENT:
     FOR 0 dB ATTENUATORS:  +0.5dB MAX
     FOR ATTENUATORS   5dB: 0.5dB
     FOR ATTENUATORS   5dB: 10% OF NOMINAL ATTENUATION VALUE
MEASURED WITH REFERENCE QUALITY LAUNCH LEADS:
     - REFLECTANCE:   -60dB
     - FIBER CORE ECCENTRICITY    0.3um

NOTES:
 
OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINISI.
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